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The lightning flash with arrowhead, within an 
eq u Hate ra I triangle, is intended to alert the user 
to the presence of uninsulated "dangerous 
voltage" within the product's enclosure that 
may oe of sufficient magnitude to constitute a 
risk of electric shock to persons. 



CAUTION 



RISK OF ELECTRIC SHOCK 
DO NOT OPEM 



C aution: T o prevent the risk of electric 
shock, do not remove cover (or back). 
No user- serviceable parts inside. Refer 
servicing to qualified service personnel. 




The exclamation point within an equilateral 
triangle is intended to alert the user to the 
presence of important operating and 
maintenance (servicing) instructions in the 
literature accompanying the appliance. 



Safety Instructions 




Connecting the Power Cord (AC Wall Socket) 



Long slot is neutral 
(ground) side. 

Insert the w id e blade 
into the ground side 
slot. 




Read Instructions - All the safety and operating instructions should be read before 
the appliance is operated . 

Retain Instructions - The operating instructions should be retained forfuture 
reference. 

Heed Warning - All warnings on the appliance and in the operating instructions 
should be adhered to. 

Follow Instructions - All operating and use instructions should be followed. 

Water and Moisture - The appliance should notbe used nearwater -forexample, 
neara bathtub, washbowl, kitchen sink, laundry tub, in a wet basement, ornear a 
sw im m ing pool, etc. 

OutdoorUse - W a rn in g : To reduce the riskoffire orelectric shock, do notexpose 
this appliance to rain or m oisture. 

Location - The appliance should be installed in a stable location. 

Ventilation - The appliance should be situated so that its location or position does 
not interfere w ith its proper ventilation. For exam pie, the appliance s hould notbe 
situated on a bed, sofa, rug , or sim ilar su rface th at may block the ventilation 
openings; or placed in a built-in installation, such as a closed bookcase or cabinet 
that m ay im pede the flow of air through the ventilation openings. 

Heat - The appliance should be situated away from heat sources such as 
radiators, heat reg isters, stoves, or other appliances (including am plifiers) th at 
produce heat. 

Power Sources - The appliance should be connected to a power supply only of the 
type described in the operating instructions or as marked on the appliance. 

P ow er-C ord P rotection - Pow er-supply cords should be routed so th at they are not 
likely to be walked on or pinched by items placed upon oragainstthem. Pay 
particular attention to cords at plugs, convenience receptacles, and the point where 
they exit from the appliance. 

G rounding or Polarization - The precautions that should be taken so that the 
grounding or polarization means of an appliance is not defeated. 

Cleaning - The appliance should be cleaned only with a polishing cloth or a soft 
dry cloth. N ever clean with furniture wax, benzene, insecticides or other volatile 
liquids since they may corrode the cabinet. 

Non-Use Periods - The power cord of the appliance should be unplugged from the 
outlet when left unused for a long period of tim e. 

Lightning Storms - Unplug the apparatus during lightining storms. 

Objectand Liquid Entry - Care should be taken so thatobjects do 
not fall and liquids are not spilled into the enclosure through openings. 



Damage Requiring Service - The appliance should be serviced by 
qualified service personnel when: 

• The power-supply cord orthe plug has been damaged. 

• Objects have fallen, or liquid has been spilled into the appliance. 

• The appliance has been exposed to rain. 

• The appliance does notappearto operate normally orexhibits 
a m arked change in perform ance. 

• The appliance has been dropped orthe enclosure damaged. 

Servicing - The user should not attem pt to service the appliance. Servicing s hould 
be referred to qualified service personnel or returned to the dealer or call the Altec 
Lansing service line for assistance. 

The FCC W ants You to Know 

This equipm ent has been tested and found to com ply w ith the lim its for a C lass B 
digital device, pursuant to P art 15 of the FCC rules. These lim its are designed to 
provide reasonable protection against harmful interference in a residential 
installation. T his eq uipm ent generates, uses and can radiate radio freq uency energy 
and, if not installed and used in accordance with the instructions, may cause 
harm fu I interference to radio com m unications. H ow ever, the re is no guarantee that 
interference w ill not occur in a particular installation, if this eq uipm ent does 
cause harm fu I interference to radio or television reception, w hich can be determ ined 
by turning the equipmentoffand on, the user is encouraged to try to correct the 
interference by one or m ore of the follow ing m easures : 

a) R e orient or relocate the receiving antenna. 

b) Increase the separation between the eq uipm ent and receiver. 

c) C onnect the eq uipm ent to an outlet on a circuit d ifferent from that to w h ich the 
receiver is connected . 

d) Consult the dealer or an experienced radio /TV technician for help. 
FCC Warning 

Modifications not expressly approved by the m anufactu rer could vo id the user 
authority to operate the equipment under FCC Rules. 

One Year Limited Warranty 

Altec Lansing Technologies, Inc. warrants to the end user that all of its speaker 
systems are free from defects in ma te rial and workmanship in the course of normal 
and reasonable use for a term ofoneyearfrom thedateofpurchase. 

This warranty is the exclusive and only warranty in effect relative to Altec Lansing 
speake r system s and any other warranties, either expressed orimplied, are invalid. 
Neither Altec Lansing Technologies, Inc. nor any authorized Altec Lansing 
Technologies, Inc. reseller is responsible for any incidental damages incurred in the 
use of the s peakers. (Th is lim itation of incidental or co nseq uential dam age is not 
applicable w he re prohibited.) 

Altec Lansing Technologies, Inc . obligation under this warranty does not apply to 
any defect, m a If unction or failure as a result of m isuse, abuse, im proper installation, 
usewith faulty orimproperequipmentorthe use of the computerspeakersystems 
with any eq uipm ent for w hich they w ere not intended. 

The terms of this warranty apply only to speakersys terns when such speakers are 
returned to the respective authorized Altec Lansing Technologies, Inc. reseller 
where they w ere purchased . 

Under the terms of this warranty the original consumer purchases has certain legal 
rights and m ay have other rights w hich vary worldwide. 

Altec Lansing Technologies, Inc . is a leader in the d esign, m anufactu re, m arketing 
and support of high quality m ultim edia personal com puter and home entertain m ent 
sound system s . As m anufacturers of m ultiple award -w inning system s for both 
design and sound quality, our pro ducts are at the forefrontofemerging 
technologies. 



Accessories - Only use attachmentacessories specified by Altec Lansing 
Technolgies, Inc. 



INTRODUCTION 



CONNECTIONS 



Welcome to the extraordinary world of A Itec Lansing high fidelity sound. 

The 621 is an amplified multimedia speaker system delivering 200 
watts of total system power especially designed for a variety of personal 
audio devices such as M P3 players, DVD players, CD players, cassette 
players, personal com puter system s, gam in g consoles and various 
other video/audio sources. 



FEATURE HIGHLIGHTS 



200 Watts total system power; 100 Watts true RMS. 

Front-firing, wooden subwoofer features a 6.5" 

(165 mm) driverfor extended low frequency response. 

Separate Subwoofer volum e control for fine-tuning 
system balance and overall system low volume/high 
volum e perform ance. 

2 Satellite speakers each designed with a 1" (24 mm) 

tw eeter and 3" (75 m m ) full range driver delivering crisp, 

clear high and smooth m id-bass. 

Separate wired Digital Controller including power on/off 

and volume control, allows optimum speaker placement 

without worrying about control access. 

2 audio inputs to allow m ixing of audio signals from 

two audio so urces 

Dual angle Satellite stands for optim urn audio 
positioning. 

AAC1 Y-Adapter included for easy connection 
to gam ing consoles. 



Do not insert the power plug into an AC outlet until all connections are 
m ade. 

To insure first-time operation as expected, please follow the setup 
sequence below carefully in the order indicated: 

1 . Connect the orange plug from the 621 right satellite to the jack 
marked RIGHT at the rearofthe subwoofer. 

2. Connect the brown plug from the 621 left satellite to the jack marked 
LEFT at the rear of the subwoofer. 

3. Connect the gray DIN plug from the System Controller unit into the 
DIN jack on the Subwoofer. Note that the DIN plug has an arrow. The 
arrow should be faced to the right for correct insertion into the D IN jack 
on the subwoofer. P lease insert this plug securely. 

4 . Turn off the audio source device (computersound card, portable 
m usic system , etc .). Shut com puter system s down using the 
manufacturer's recommended procedures. 

5. Connect the lime green audio plug from the MAIN INPUT at the rear 
ofthe Subwoofer to the 3. 5mm output jack on your audio source. 

6. Optional: Connect a second audio source to the AUX INPUT at the 
back of the Subwoofer. See How To Enhance Presentations With 
Dialogue a n d Other Uses For The AUX (Auxiliary) Input below. 

7. Connect the powercord (atback ofSubwooferjto an AC W all socket. 

8. The unit is now ready to operate. Turn on the audio source device. 

Note: Always turn on your audio source device before turning on your 
Altec Lansing 621 Speaker System. If you turn on the speaker system 
before turning on the audio source, you will hear a loud POP sound 
when the audio device is turned on. 

9 . Turn on the Altec Lansing 621 Speaker System. 
See USE OF C ONTROLS below. 



The satellite speakers are m agne tic ally shielded to prevent color 
distortion on video displays. H ow ever, the s ubw oofer is not m agne tic ally 
s hielded and should not be placed in close proxim ity to a com puter 
m onitor, television or com puter hard drive. 



IMPORTANT 



If you experience any difficulties with your speaker system, check the 
Troubleshooting section of this Guide. The answers to most setup and 
perform ance questions can be found there. If you cannot find the 
information you need, please call our customer service team for 
assistance before returning the speakers to your retailer under their 
return policy. We're available 7 days a week for your convenience: 

Monday to Friday: 8:0 0 am to 12:00 midnight 

Saturday & Sunday: 9:0 0 am to 5:0 0 pm 

1-800-ALTEC-88 (1-800-258-3288) 

Color Coding: N o tic e that the input jacks on the subwoofer are 
color coded to prevent errors. The plugs that are inserted into these 
jacks have match ing colors. As an example, the leftfrontspeaker 
satellite has a brown connecting plug. The plug is inserted into the left 
front jack w ith the brow n color strip m ark ing. All other con nections are 
m ade in the s am e w ay . 



USE OF CONTROLS 



Power On/Off 

The Power On/Off button is located on the System Controller unit. 
Press the POWER button to turn on the speaker system. Push it again 
to turn the unit off. A green LED powerindicatoron the base ofthe 
controller will glow to show power is on. 

Volume Control 

A Volume Up button and a Volume Down button are located on the 
System Controller unit. Repeated pressing of the buttons changes the 
volum e setting by increm ents. 

Subwoofer Level Control (Bass Level) 

W ith the Subwoofer in the desired location, the Subwoofer Level control 
is used to m ix the volum e level of the Subwoofer w ith the Satellite 
speakers. Mixing is usually done by playing a wide variety of music and 
speech and adjusting the control until a natural sound is obtained. See 
PLACEMENT OF SPEAKERS below. 

Main Input and the AUX (Auxiliary) Input 

Both inputs are equal. One input can be used forthe computer output 
and the other as described in How To Enhance Presentations With 

Dialogue below . Make connections as described in step 5 

(CON N ECT IO N S) above. Do not put the AC power plug into the w all 

outlet before all connections are m ade. 



PLACEMENT OF SPEAKERS 



All stereo inform ation is heard from the satellite speakers. The 
Subwoofer contains no stereo information and sound is non-directional. 
As a result, the Subwoofer does not necessarily have to be placed in any 
particular relationship to the Satellites. Placing the Subwoofer on the 
floor close to the wall or corner of a room provides maximum bass 
efficiency. 

WARNING: The Subwoofer is not magne tic ally shielded. The 
Subwoofer should NOT be placed near video display devices such as a 
TV orcomputermonitor. The subwoofer should NOT be placed near 
com puter hard drives. Position the subwoofer at least 2' (.6 m) away 
from com puter hard drives , or any othe r m edia that uses m ag netic 
encoding. 

The Satellite speakers are magnetically shielded and can be placed close 
to a video display (TV , com puter m onitor) without distorting the video 
image. Best stereo effect is obtained by placing the speakers as far 
apart as their wiring allows. 



HOW TO ENHANCE 




PRESENTATIONS 




WITH DIALOGUE 





The 621 output jack (step 5, CONNECTIONS) is connected to a 
computer sound card. A CD player or other audio source can be plug 
into the unused input (AUX INPUT). Mixing of the com puter audio output 
with another audio source can be accomplished by using the Volume 
Control or On/Off switch on the second audio source. A typical example 
m ay be as follows: 



(specifications 




Total System P ow er 


200 watts 


Frequency Response 


35 Hz - 20 kHz 


Inputs 


2 (Main and Auxiliary) 


Signal to N oise Ratio @ 1kHz input 


> 65 dB 


Crossover Frequency 


100 Hz 


System TH D (distortion) 


< 0.1 % THD @ -10 dB 
full scale input voltage 


Input Im pedance 


10k ohms 


Satellite Amplified Speakers 




Drivers (per satellite) 


1 " tweeter (24 mm) 
3" m id-range (75 mm) 


Subwoofer 




Speaker D rivers 


6.5" (165 mm) 


Power Requirements 




USA/Canada/and applicable 
Latin Am erican countries 


1 2 0 v 6 0 Hz AC 


Europe/United Kingdom 
applicable Asian countries 
Argentina, Chile and Uruguay 


230v 50 Hz AC 



ETL / cETL / C E / NOM / IRAM Approved 



A lecturer m ay w ant to interject dialogue into a m ultim edia presentation. 

If the lecturer has a wireless FM m icrophone system the output of the 

micro phone receiver can be connected to the unused input on 

the 621. When the lecturerwishes to make a comment, he eitherturns 

on the m icrophone switch to speak or he can raise or lowerthe 

m icrophone volum e control to m ix his voice w ith the com puter audio 

program. Any other audio device can operate in the same manner. 

Note: Microphone location in relation tho the speakers is important. 
Position the microphone so thatthe speakers are located between the 
m icrophone and the audience, orso that the m icrophone is behind the 
speakers. If the m icrophone is placed in frontofthe speakers, feedback 
will result. 



OTHER USES FOR 
THE AUXILIARY INPUT 




You mayelecttohookupyourStereosystem orStereoTVtothe 
Auxiliary input so that your speakers may be used for these devices 
when yourprimary audio device is notin use. You can also connectyour 
modem audio-out to the second input. 



TROUBLESHOOTING T 



Find more troubleshooting tips in the FAQs located in the 
Customer Support area of our web site: www.alteclansing.com. 

Q. W hen connected to my computer sound card, should I use the 
Windows volume control to adjust the volume of m y speakers? 
A. No. Adjust the W indows controls to about center as a starting point 
and then use the speaker controller to adjust volume control. If the 
volum e is turned too high on the sound card, it can distort the sound. 

Q. One and sometimes both ofmy speakers do notwork. 
A. Checkthe inputcable from speakerto the audio source and make 
sure that it is connected to the line -out jack, which is the un-am plified 
source. Make sure all the cables are plugged in correctly and have a 
good connection. Still not working? Then try unplugging the cable from 
the back of the com puter, and insert the stereo plug into the headphone 
jack of an alternate source (e.g., W alkm an, D is cm an or FM radio) and 
play music. If the speakers work, you may need to adjust your volume 
and balance controls in your audio source, or W indows, if connected to 
your com puter's sound card. 

Q. My speakers give off a crackling sound (or static, or other noise). 
W hat could be wrong? 

A. Check all cables and make sure that they are connected to line-outor 
audio -outjack on your sound card or other audio source, and NOT 
speaker-out. If your audio source is your computer, check the volume 
control in W indows: m ake sure that it is not set m ore than halfway. 
Setting this level too high can cause sound distortion. If this does not 
stop the noise, unplug the cable from the audio source and use an 
alternate source (e.g., Walkman, Discman orFM radio) by plugging the 
stereo cable into the headphone jack. If the noise goes away, you may 
have a problem with your audio source. 



Q. I have a low hum coming from my Subwoofer. Is this normal? 
A. Yes. The AC in your house is at 60 cycles per second, which is 
within the audio frequency ofyoursubwoofer. Some low hum is natural 
and can be detected when your speaker system is powered on without 
source audio playing, orwhen volume is setatan extremely low level. 

Q. I have a loud hum comingfrom my Subwoofer. What should I do? 
A. Move the power cord from the power surge protector (if applicable) 
and plug directly into an AC wall outlet. Move your cables and check to 
see that they are making a good connection. If you disconnect your 
stereo cable from the audio source and the loud hum goes away, then 
you may need to adjust the volume control in your audio source as you 
may be overdriving the volume settings onyourspeakersystem. If you 
are using your 621 speakers with your computer system , just click on the 
speaker icon located next to the digital clock to the low er right of your 
Windows 9X or 2 000 screen and adjust the volume. 

Q. When I putmy Subwooferon my desk my monitordistorts. Why? 
A. The Subwoofer is not magne tic ally shielded, and this can cause 
distortion if it is less than 3 feet from your m onitor. 

Q. The D IN connector from the controller has multiple pins on one end, 
and when trying to attach this cable I noticed that so m e of the pins are 
bent, so I am notable to insert the cable into Subwoofer. Whatshould 
I do? 

A. Try to gently straighten the pins with tweezers or very small pliers. If 
this does not work, then contact the Altec Lansing Consumer Support 
Department for further instructions. 



Q. Whatcan cause radio feedback? 

A. If you are living near a radio tower you could have interference 
caused by radio frequency. Try moving yourspeakers to see if the 
interference goes away; if not, you may be able to purchase a stereo 
cable from your local retailer that has a higher percentage of shielding. 

Q. Can I hook my speakers to my TV orStereo? 

A. Yes, as long as your TV or Stereo has an unamplified source which is 
line -out (check your TV or Stereo owners manual). These speakers may 
be used with any audio device thathas a stereo headphone jack. You 
may also need a cable thathas RCA jacks on one end and a 1/8 inch 
stereo connectoratthe otherend (these may be purchased atmost local 
electronics stores). 



Q. I have very little bass coming from my Subwoofer. How do I increase 
the bass output? 

A. Adjust the BASS control through your audio sound source (computer 
sound card control, CD player control, etc.). Check to make sure that all 
ofyourcables are hooked up correctly and are making a good 
connection. 



INTRODUCTION 

Bienvenue au monde extraordinaire du son haute fid e lite d'Altec 
Lansing. 

L '6 2 1 estun syste m e d'enceintes am plifiees pour ordinateur multimedia, 
procurant une puissance de 100 W atts. II est congu pour e t re utilise 
avec toute une serie de system es audio personnels, comme des 
lecteurs M P3, des lecteurs de DVD, des lecteurs de CD, des passe- 
cassettes, des ordinateurs personnels et d 'autre s sources video / audio. 

POINTS FORTS 

■ Une puissance totale du systeme de 200 Watts; RMS de 100 Watts. 

■ 2 entrees audio permettantle mixage de signaux audio provenantde 
deux sources audio 

■ 2 haut-parleurs satellites comportantchacun un tweeterde 24 mm, et 
un driver graves-medium de 75 mm, d'une puissance com b in e e de 50 
W atts 

Un caisson de basses equip e d'un driver de 165 mm deliv rant une 
reponse basse frequence etendue, et une puissance audio de 50 Watts. 

■ Des supports de satellites bi-angulaires pour un positionnem ent audio 
optim urn . 

■ Un controle du volume du caisson de basses separe pour reglertres 
finementla balance du systeme etla perform ance a bas ethautniveaux 
sonores de I'ensemble. 

■ Un controleur du systeme cable separement pour permettre de placer 
de fagon optimale les haut-parleurs sans se soucier de I'acces au 
controle. 

■ Un adaptateur AAC 1 Y pour se connecter sans peine a des consoles 
de jeux est fourni avec le system e. 

Les haut-parleurs satellites sont equipes d'un blindage anti-m agnetique 
pour em pecher tout risque d 'a lie ration des couleurs des images video. 
Cependant, le caisson de basses ne possede pas de blindage anti- 
mag netique et, pour cette raison, ne doit pas e t re place a proxim ite d'un 
m oniteur d'ordin ate ur, d'une television ou d'un disque dur d'ordinateur. 

IMPORTANT 

Sivous rencontrez des problem es de fonctionnem ent avec votre 
systeme d'enceintes, veuillez vous reporter au chapitre Depannage du 
present Mode d'emploi. Vous y trouverez les reponses a la plupart des 
questions que vous pourriez vous poser sur le montage et les 
performances de vos enceintes. Dans le cas contraire, et avant de les 
retourner a votre detaillant selon les dispositions de leur garantie, 
veuillez prendre contact par telephone avec notre Service clientele. 
Nous sommes a votre dispositio n 7 jours sur 7 : 
Du lundiau vend re di, de 8 heures a minuit. 
Le samedietle dimanche, de 9 heures a 17 heures. 

Notre numero de telephone : 1 -800-ALTEC-8 8 (1 -8 00-258 -328 8) 



Codage par COUleurs : Veuillez noter que les prises d'entree sur 
le caisson de basses sont codees par couleurs, pour ev iter des erreurs 
de raccord em ent. Les fiches a inserer doivent etre de la meme couleur 
que les prises correspondantes. Par exemple, le satellite de gauche 
possede a I'avantune fiche de couleur mar ron qu'il convient d 'inserer 
dans la prise ma rquee d'une bande m arro n ; et de meme pour les autre s 
raccordem ents. 

RACCORDEMENTS 

Ne brancher la prise d'alim entation electrique sur le secteur qu'apres 
avoir effe due to us les raccordem ents. 

II est re com m and e de suivre soigneusement la sequence suivante pour 
le m ontage du system e, afin qu'il fo notion ne correctem ent du prem ier 
coup : 

1. Inserer la fiche orange du satellite de droite de l'621 dans la prise 
marquee DROITE situee a I'arriere du caisson de basses. 

2. Inserer la fiche m arron du satellite de gauche de I '6 2 1 dans la prise 
marquee GAUCHE situee a I'arriere du caisson de basses. 

3. Inserer la fiche grise DIN du controleur de syste m e dans la prise DIN 
du caisson de basses. Noter que cette fiche DIN est ma rquee d'une 
fleche. Celle-ci doit etre dirigee vers la droite pour que la fiche s'adapte 
correctem ent a la prise DIN du caisson de basses. L 'inserer 
soigneusem ent. 

4. Ferm er le dispositif source audio (carte son d'ordinateur, appareil 
m u sic a I portable, etc ... ). Dans le cas d'un ordinateur, le ferm er en 
suivantla procedure recommandee parson fa brie ant. 

5. Inserer la fiche audio de couleur citron vert du MAIN INPUT (ENTREE 
PRINCIPALE) a I'arriere du caisson de basses dans la prise sortie 3,5 
mm de la source audio. 

6. Optionnel : Raccord er une seconde source audio a I'AUX INPUT 
(ENTREE A U X I L I A I R E ) a I'arriere du caisson de basses. V oir c i-a p re s le 
chapitre : "Com m ent ameliorer vos presentations grace a des dialogues 
et utiliser a d'autres fins I'A U X IN P U T (E N T REE A UX ILIA IRE).". 

7. B ran c he r le cordon d'alim entation electrique {situ e sur I'arriere du 
caisson de basses) dans une prise secteur. 

8. Le system e est m aintenant p re t a fo notion ner. A Hum er le dispositif 
source audio. 

Note : II faut toujours allumer le dispositif source audio avant d'a Hum er 
le system e d'enceintes 621 d'Altec Lansing. Si vous fa ite s Tin verse, vous 
entendrez un fort bruit, un "POP", q u a n d vous a Hum erez la source 
audio. 

9. Allumer le systeme d'enceintes 621 d'Altec Lansing. Voir le chapitre 
USE OF CONTROLS (UTILISATION DES CONTRO LES) ci-apres. 

UTILISATION DES CONTROLES 

Marche / Arret 

C ette touche de m ise sous tension est situee sur le controleur du 
syste me. Appuyer sur cette touche pour allumer le syste me de haut- 
parleurs. Appuyer une seconde fois pour I'eteindre. Un te m o in lumineux 



vert, a la base du controleur.va s'allumer pour indiquer que I'appareil 
est sous tension. 

Controle du volume 

Deux touches (Volume up e t Volume down) (Volume bas etVolume 
fort), sont situees sur le controleur du system e. Appuyer a plusieurs 
reprises surl'une de ces touches pouraugmenterou diminuerle volume 
du son, par increments. 

Controle du volume du caisson de basses 

Une fois le caisson de basses place a I'en droit souhaite, utilise r le 
controle du niveau des basses pourobtenirun mixage satis fa is ant des 
sons provenantde ce caisson etdes enceintes satellites. II est 
generalement re com m and e d'ec outer pour cela diffe rents 
enregistrem ents m usicaux et vocaux, et d'effectuer un re g la g e jusqu'a 
I'obtention de la s o n o rite n a tu re lie souhaitee. Voir ci-apres le chapitre 
PLACEMENT OF SPEAKERS (INSTALLATION DES ENCEINTES). 

Main Input and the AUX (Auxiliary) Input (Entrees principale et auxiliaire) 
Les deux entrees, la principale et I'aux ilia ire, sont equivalentes. On peut 
done utiliser I'une pour la sortie ordinateur et I'autre pour ce qui est 
decrit, ci-apres, dans "C om m ent am e liorer vos presentations grace a 
des dialogues" (How to Enhance Presentations with Dialogue). Faire les 
raccordem ents comme indique, ci-dessus, dans I'etape 5 
(RACCORDEMENTS). Ne b rancher la fic he d'alim entation CA (courant 
alternatif) au secteur qu'apres avoir effectue to us les raccordem ents. 

INSTALLATION DES ENCEINTES 

Tous les sons stereo proviennentexclusivementdes haut-parleurs 
satellites. Le caisson de basses ne contient aucune inform a tion stereo et 
ne produit qu'un son non directionnel. En consequence, il n'a pas a etre 
place dans une position particuliere par rapport aux satellites. Le placer 
surle sol p res d'un m u r , dans un coin d'une piece, permetd'obtenirun 
excellent effet des graves. 

ATTENTION : Le caisson de basses ne possede pas de blindage 
a n ti-m agnetique et N E doit done PAS etre place p re s d'une installation 
video telle que television ou m oniteur d 'ordinateur. N E PAS le m ettre 
non plus p re s d'un disque dur d'ordinateur. Laisser une distance d'au 
moins 60 cm entre le caisson de basses et le disque dur d'un ordinateur 
ou tout autre appareil utilisant des encodages magnetiques. 

Les haut-parleurs satellites sont equipes d'un blindage anti-m agnetique 
et peu vent done etre situes a proxim ite d'une installation video 
(television, m oniteur d'ordinateur) sans risque de distorsion de I'im age. 
On obtiendra le meilleur effet stereo possible en les plagant aussi loin 
I'un de I'autre que la longueur du fil de raccordem ent le perm ettra. 



COMMENT AMELIORER VOS PRESENTATIONS 
GRACE A DES DIALOGUES 

our am e liorer vos presentations grace a des dialogues on peut, la fic he 
de sortie de l'621 (voir e tape 5, RACCORDEMENTS) eta nt connectee a 
la carte son d'un ordinateur, branc her un lecteur de CD ou tout autre 
source audio dans I'autre entree non utilise e (AUX INPUT). II est 
possible de mixer la sortie audio de I'ordinateur avec une autre source 
audio en utilisant le controle de volume ou I'interrupteur On / Off 
(Marche /Arret) de la seconde source audio. Voici, a titre d'illustration, 
un exem pie classique : 

Un conferencier peut desirer introduire un dialogue dans une 
presentation m ultimedia. S'il possede un m icro phone FM sans fil, la 
sortie de ce m icro phone peut etre connectee a I'en tree non utilisee de 
['621 . En consequence, lorsque le conferencier desire faire des 
rem arques, il lui suffit so it de m ettre I'interrupteur du m icro phone sur 
"parler", soitd'augmenterou de diminuerle volume du m icro phone pour 
intervenir en m ixant sa voix et le program m e audio de I'ordinateur. Cela 
peut etre fait de la m em e maniere avec n'importe quel autre appareil 
audio. 

Note : La position du microphone par rapport aux haut-parleurs est 
extremement importante. Le placer de telle sorte que les enceintes se 
trouvent entre lui et I'auditoire, ou qu'il soit derriere les haut-parleurs. S'il 
se trouve devant ces derniers, il en resultera un effet de feedback (echo 
repete). 

AUTRES UTILISATIONS DE 
L'ENTREE AUXILIAIRE 

P our d'autres usages de I'en tree auxiliaire, v ous pouvez choisir de 
brancher sur celle-ci votre installation stereo ou votre television stereo. 
Vos haut-parleurs seront ainsi utilises pour ces appareils lorsque le 
system e audio principaln'estpas en marche.Vouspouvez aussi 
connecter votre sortie audio de modem a la seconde entree. 



CARACTERISTIQUES 




Puissance audio totale du systeme 


200 W atts 


Reponse en frequences 


35 Hz - 20 kHz 


Entrees 


2 (1 principale et 




1 auxiliaire) 


Rapport signal sur bruit, pour entree a 1 kHz 


> 65 dB 


Frequence de coupure 


100 Hz 


Distorsion harm onique totale du systeme 


< 0.1 % THD a -10 dB 




plage entiere de 




voltage entree 


Haut-parleurs satellites amplifies 




Drivers de haut-parleurs (par satellite) 


Tw eeter de 24 mm 




Medium - graves 




de 75 mm 


Caisson de basses 




Drivers du haut-parleur 


165mm 


Alimentation electrique 




E tats -U n is / Canada / et pays d'Amerique du Sud 




utilisant ces norm es 


120 Volts, 60 Hz, 




courant alternatif 



Europe / Royaume-Uni / et pays d'Asie 
utilisant ces norm es 

Argentine, Chili et Uruguay 230 Volts, 50 H z, 



courant alternatit 

Materiel horn ologue ETL /cETL / CE / NOM / IRA M 

DEPANNAGE 

Pour trouver plus de renseignements sur les moyens de depannage, se 
reporter au c h a p it re "Repertoire des questions les plus courantes" qui se 
trouve dans I'Aide au client de notre site : www.alteclansing.com . 

Q. Quand je suis connecte (e) a la carte son de mon ordinateur, faut-il 
que j'utilise le controle de volume de Windows pour regler le volume de 
m es enceintes ? 

R. Non. Reglez les controles de Windows sur une position m oyenne 
pour com m encer, puis utilisez le controleur des haut-parleurs pour 
obtenir le volume desire. Un volume trop eleve sur la carte son risque de 
deform er le son. 

Q. II arrive que, de temps en temps, une ou m em e deux enceintes ne 
m archent pas. 

R. Verifiez le cable d'entree du haut-parleur venant de la source audio, 
et assurez-vous qu'il est connecte a la borne sortie en ligne, qui est la 
source non am plifiee. Verifiez bien que to us les cables sont branches 
correctementetque les contacts sontbons.Toujours rien ? Essayez 
alors de debrancher le cable de I'arriere de I'ordinateur, et in s e re z la 
fiche stereo dans la prise pour ecouteurs d'une autre source audio (par 
exemple baladeur, lecteur portable de CD ou radio FM ) et passez de la 
musique. Si les haut-parleurs fonctionnent, c'est que vous devez regler 
les controles de volume etde repartition sonore de votre source audio, 
ou de Windows, si vous etes connecte (e) a la carte son de votre 
ordinateur. 



Q. Mes haut-parleurs font entendre des crepitements (ou des parasites, 
ou tout autre bruit). Que se 
passe-t-il ? 

R. Verifiez tous les cables et assurez-vous qu'ils sont bien connectes a 
la borne sortie en ligne ou a la sortie audio de votre carte son ou autre 
source audio, et NON a la sortie haut-parleur. Si votre source audio est 
votre ordinateur, verifiez que le controle W indows n'est pas regie a plus 
de la m oitie. En le re giant trop haut, vous risque z de distordre le son. Si 
cela ne suffit pas et si les crepitements continuent, debranchez le cable 
de la source audio et utilisez une autre source (par exemple baladeur, 
lecteur portable de CD ou radio FM)en branchantce cable sur la prise 
pour ecouteurs. Si le crepitement disparait, c'est que vous devez avoir 
un problem e au niveau de votre source audio. 

Q. Qu'est-ce qui peutprovoquerl'eff etde feedback ? 
R. S i vous habitez a proxim ite d'un e tour d'e m is s ion radio, il se peut que 
celle-ci provoque des interferences. Essayez de deplacervos enceintes 
pour voir sices interferences d is para is sent. Dans le cas contra ire, vous 
devriez trouver dans un magasin d'electronique un cable stereo pourvu 
d'un fort blindage. 

Q. P uis-je b rancher mes enceintes sur ma television ou ma chaine 
stereo ? 

R. Oui, dans la mesure o u votre television ou votre chaine stereo 
dispose d'une sortie ligne non am plifiee. (a verifier sur le m anuel 
d 'instructions de ces equipements). Vos enceintes peuvent etre utilise es 
avec toute source audio dotee d'une prise stereo pour ecouteurs. II est 
egalement possible que vous ayez a vous procurer un cable disposant 
d'une fiche RCA a une extremite et d'un con necteur stereo d'un huitieme 
de pouce a I'autre (vous pourrez I'acheterdans la plu part des magasins 
d'electronique). 

Q. Je n'obtiens qu'un son t re s faible en provenance de mon caisson de 
basses. Comment augmenter les graves ? 

R. Ajustez le volume des graves (BASS) en jouant sur le controle de 
votre source audio (carte son de votre ordinateur, lecteur de CD, etc ...). 
Verifiez que tous vos cables sont branches correctement et que tous vos 
raccordem ents sont bons. 

Q. Mon caisson de basses produitun leger bourdonnement. Est-ce 
norm al ? 

R. Oui. Votre alimentation electrique se fait sous 60 periodes, et cette 
frequence se situe dans la plage de reponse de votre caisson de 
basses. Celui-ciproduira done n a tu re lie m e n t u n leger bourdonnem en t, 
qui sera audible lorsque votre system e d 'enceintes est a llu m e sans que 
votre source audio soil en m arc he ou lorsqu'elle est re glee a tres bas 
volum e. 

Q. Mon caisson de basses produit un fort bo urdonnem e nt. Que fa ire ? 
R. Si vous utilisez un pa rasurtenseur, debranchez de celui-ci votre cable 
d'alim entation et branchez-le d ire cte m ent dans la prise secteur de 
courant alternatif. Verifiez aussi que tous vos cables sont bien 
connectes. Si le bourdonnem ent disparait en deconnectant votre cable 
stereo de votre source audio, il vous faut alors ajuster le controle de 
volume de cette source audio : ilse peut, en effet, que vous depassiez 



le niveau de volume fixe survotre system e d 'enceintes. Sivous utilisez 
les enceintes 621 avec votre ordinateur, il vous suffit, pour ajuster le 
volum e, de cliquer sur Tic one "speaker" situee a la droite de I'horloge 
digitale , en bas eta droite de votre ecran Windows 9X ou 2000. 

Q. Quand je place mon caisson de basses sur mon bureau, j'observe 
une d is tors ion des images sur mon moniteur. Pourquoi ? 
R. Votre caisson de basses n'estpas equipe d'un blindage anti- 
mag nitique, ce qui peut provoquer de telles d is tors ions si le caisson est 
situe a moins de 90 centimetres (3 pieds) de votre moniteur. 

Q. Le connecteur DIN de mon controleur est equipe de plusieurs 
broches a I'une de ses extremites. Certaines d'entres elles sont 
recourbees, et je ne peux done pas les inserer dans le caisson de 
basses. Que faire ? 

R. Essayez de les redresser avec une t re s petite pince ou avec une 
pince a epiler. Si vous n'y arrivez pas, veuillez contacter le Service 
clients d'Altec Lansing, qui vous donnera d'autres instructions pour 
re s o u d re ce problem e. 



For Customer Service: 

Call the Altec Lansing C ustom er Support Team at 1 -800 -2 5 8-3 28 8 

Support Hours 

United States - Eastern Standard Time 
Monday to Friday: 8:00 a.m . to 12 m id night 
Saturday & Sunday: 9:0 0 a.m . to 5:00 p.m . 
Email: csupport@alteclansing.com 
For up to date inform ation, please check our w ebsite at www .alteclansing.com 



